SAFETY DATA SHEET

According to regulation 1907/2006
Version 1
Date of publishing 10/04/2018

SECTION : IDENTIFICATION OF THE SUBSTANCE/ MIXTURE AND OF THE COMPANY/
UNDERTAKING

1.1 Product identifier
Trade name: ZEO GRAFFITI

1.2 Use of the substance / mixture
Use of the substance/mixture: Cleaning liquid graffiti

1.3 Details of the supplier of the safety data sheet
ZEO TEC HELLAS GROUP IKE
SPARTIA AREA, SESKLO VOLOS
Tel. 2421095212
FAX: 2421095212
Postcode: 38500
E-MAIL : zthellasgroup@gmail.com

14 Emergency telephone number
Emergency telephone number 2107793777

SECTION 2: HAZARDS IDENTIFICATION

2.1 Classification of the substance or mixture
Classification according to Regulation (EC) No 1272/2008

Skin corrosion ,category 1A,H314

Highly flammable liquid ,category 2,H225

For the full text of the H-phrases mentioned in this section see section 16
2.2 Label elements

Labelling according to Regulation (EC) No 1272/2008

Pictogram

Signal word: Danger



Hazard statements

H314:Causes severe skin burns and eye damage

H225:highly flammable liquid and vapour

EUHO66:repeated exposure may cause skin dryness or cracking

Precautionary Statement(s)

P102: Away from children.P405:store locked up

P280:Wear protective gloves/protective clothing/eye protection/face protection

P210:Keep away from heat, hot surfaces, sparks, open flames and other ignition sources .No smoking

P243:take action to prevent static discharges

P301+P330+P331:If swallowed: rinse mouth. Do not induce vomiting

P303+P361+P353:If on skin(or hair):Take off immediately all contaminated clothing. Rinse skin with water(or shower)
P305+P351+P358:1f in eyes: rinse cautiously with water for several minutes. Remove contact lenses ,if present and easy to do.
Continue rinsing

P309+P311:If exposed or if you feel unwell :call a poison center or a doctor /physician

P501:dispose of contents/container according to the existing law

2.3 Other hazards
The substance/mixture does not meet the criteria as PTB or highly persistent and vPvB at levels of 0.1% or higher

SECTION 3: COMPOSITION/INFORMATION ON INGREDIENTS

3.1 Mixtures

Ingredient(s) CAS-No REACH -No Classification according to content
1272/2008/ EK
acetone 67-64-1 |01-2119471330-49- Eye Irrit. 2: H319Flam. Liq. 2: H225 20%-40%
STOT SE 3: H336
2-Propanol 67-63-0 | 01-2119457558-25 |Flam. Liq. 2 (H225) Eye Irrit. 2 (H319) STOT| 5% - 15%
SE 3 (H336)

Alkylamidopropyl | 61789-40-0 | 01-2119513359-38 | Eye Dam. 1, H318 Aquatic Chronic 3, H412| 0% -5%
betaine

Methanesulfonic acid 75-75-2  [(01-2119491166-34 [Met. Corr. 1; H290 0% -5%

|Acute Tox. H302

Acute Tox. 4 (A¢ppa); H312
Skin Corr. 1B; H314

Eye Dam. 1; H318

STOT SE 3, H335
3-methoxy-3- 56539-66-3 | 01-2119976333-33 [Eye irrit, Category 0% -5%
methylboutan-1- ol 2 ,H319

The full text of R, Hand EUH mentioned is in section 16

SECTION 4: FIRST AID AND MEASURES
4.1 Description of first aid measures

Symptoms as a consequence of acute toxic poisoning can be presented long term after exposure so in case of doubt seek
medical care in direct exposure to the chemical or if you have persistent discomfort by showing this SDS.

In case of inhalation
In case of inhalation bring the victim in fresh air. In case of respiratory arrest apply artificial respiration. Advice a doctor

In case of skin contact
After skin contact: Rinse immediately with water and soap and rinse thoroughly. immediately remove contaminated

clothing.



In case of eye contact

Rinse with plenty of water for at least 15minutes.If you wear contact lenses, they should go out unless they are stuck in the
eyes because they could cause more damage.

In any case after washing you should go to the doctor as soon as possible with the product’s SDS.

After swallowing

DO not cause vomiting. Never give anything to a unconscious person from mouth.

Wash mouth with water. Consult a doctor

4.2 Most important symptoms and implications acute or delayed
The acute and long term effects are the recommendations of sections 2 and 11

4.3 Indication of any immediate medical attention and special treatment required
No data available

5. FIREFIGHTING MEASURES

5.1 Fire-extinguishing media Suitable extinguishing media

If multi-purpose dust fire extinguishers(ABC power)can be used, alternative use foam or carbon dioxide(CO2 ) fire
extinguishers. It is not recommended to use tap water as a fire extinguishing agent.

5.2 Special hazards arising from the substance or mixture

As a consequence of combustion or thermal decomposition active sub-products are created which can become very toxic
and therefore pose a high risk to health.

5.3 Advice for firefighters

Do not attempt to fight the fire without proper protective equipment

5.4 Further information

In case of fire the containers and the storage tanks of the products which may be ignited may be cooled. Avoid the disposal of
products used to extinguish the fire in the aquatic fire..

SECTION 6: ACCIDENTAL RELEASE MEASURES

6.1 Personal precautions protective equipment, and emergency procedures

Leakage should be isolated, provided this does not pose as an additional risk to those doing the job. Evacuate the area and
keep unprotected individuals away. Protective equipment must be used to avoid contact with the leaked product. For
personal protective equipment, refer to section 6.

6.2 Environmental precautions

Prevent further leakage, if possible without risk. Do not empty in the sewers. Discharge in the environment must be avoided.
6.3 Methods and materials for containment and cleaning up

Collect with inert absorbent material and dispose of as hazardous waste. Must be provided for disposal in suitably closed
containers.

6.4 Reference to other sections

For disposal information see 13.

SECTION 7: HANDLING AND STORAGE

7.1 Precautions for safe handling

Avoid contact with skin and eyes. Avoid inhalation of vapors or spray mist.

For precautions see 2.2.

7.2 Conditions for safe storage, including any incompatibilities

Keep in a cool place. Keep the container tightly closed in a dry place with good ventilation.
Open containers should be carefully closed and stored upright to prevent any leakage.

7.3 Specific end use or uses
Some of its uses are mentioned in section 1.2, no other specific uses have been defined.

SECTION 8: EXPOSURE CONTROLS/PERSONAL PROTECTION
8.1 Control parameters

Components with workplace exposure limit values to be monitored:



Identification

Environmental limit values

Acetone Exposure limit values 1780 mg/m?3
CAS: 67-64-1 Maximum exposure 3560 mg/m?
limit values
EC: 200-662-2
\Year 2015
EC: 200-662-2
Brief exposure Chronic exposure
Identification Systemic Local | Systemic Local
Acetone Oral INot Not Not Not
CAS: 67-64-1 applicable |applicable |applicable |applicable
EC: 200-662-2 Skin Not ' Not . 186 mg/kg |Not .
applicable |applicable applicable
Inhalation  [Not 2420 1210 mg/m3Not
applicable (mg/m? applicable
DNEL (Population):
Brief exposure Chronic exposure
Identification Systemic Local Systemic Local
Acetone Oral Not Not 62mg/kg [Not
applicable |applicable applicable
CAS: 67-64-1
Skin Not Not 62mg/kg [Not
EC: 200-662-2 applicable applicable applicable
Inhalation  [Not Not 200 mg/m3 [Not
applicable [applicable applicable
PNEC:
Identification
Acetone STP 100 mg/L Fresh water 10,6 mg/L
CAS: 67-64-1 Soil 29,5mg/kg |Sea water 1,06 mg/L
EC: 200-662-2 Intermittent |21 mg/L Fresh water sediment  |30,4 mg/kg
use
Oral Not Marine sediment 3,04 mg/kg
applicable
Component CAS-No. Exposure Control Source
limit values parameters
Monopropylene 107-98-2 TWA 100 ppm Directive 2000/39 / EC for
glycol methyl 375mg/m3 establishing a first list of indicative
ether occupational exposure limit values
Remarks Recognizes the potential for significant uptake via the skin
Indicative
STEL 150 ppm Directive 2000/39 / EC for

establishing a first list of indicative
occupational exposure limit values

Recognizes the potential for significant ingestion via the skin

Indicative

TWA 100 ppm

Exposure limit value




them.

The indication "skin" (S), which indicates certain chemical factors
presented in the table in Article 3, paragraph 1, implies a possible
contribution to the worker's overall exposure and the amount of these
chemical agents absorbed through the skin during direct contact with

STEL 300 ppm Exposure limit value

them.

The indication "skin" (S), which indicates certain chemical factors
presented in the table in Article 3, paragraph 1, implies a possible
contribution to the worker's overall exposure and the amount of these
chemical agents absorbed through the skin during direct contact with

2-PROPANOL

TWA 400 ppm Exposure limit value
STEL 500 ppm Exposure limit value

METHANOSULFONIC ACID: Level without consequences

End use Inhalation Swallowing

Skin contact

Workers 6,76 mg/m?3 (LT, SE)
2,89 mg/m3 (LT, LE)

19,44 mg/kg body
weight/day (LT, SE)

Consumers 1,44 mg/m?3 (LT, SE) 8,33 mg/kg body
1,73 mg/m?3 (LT, LE) weight/day (LT, SE)

8,33 mg/kg body
weight/day (LT, SE)

LE : Local effects, SE : Systemic effects, LT : Long term, ST : Short term

Tunpa: Twun:
Fresh water 0,012 mg/1

Sea water 0,0012 mg/1
Intermittent release 0,12mg/1
Sewage treatment plants 100 mg/1
Sediment 0,0251 mg/kg dw
Soil 0,00183 mg/kg dw
Oral (food chain) Not relevant

8.2 Exposure controls

Proper mechanical testing

The recommended protective measures for handling chemicals should be taken into account. Wash hands before breaks and

after work.
Personal protective equipment




Eye/face protection

Use protective glasses that seal perfectly. Use eye protection equipment tested and approved according to the appropriate
government standards, such as NIOSH (US) or EN 166 (EU).

Skin protection

Handle with gloves. The gloves should be examined before use. Use the correct glove removal technique (without touching
the outer surface of the glove) to avoid skin contact with this product. Dispose of contaminated gloves after use, in
accordance with applicable laws and good laboratory practice. Wash and dry hands.

The protective gloves to be used must comply with the requirements of EU Directive 89/689 / EEC and the standard EN 374
resulting therefrom.

Full contact

Material: Nitrile Rubber, Minimum layer thickness: Durability time: 480 mins

Contact with droplets

Material: Nitrile Rubber, Minimum layer thickness: Durability time: 480 mins

This recommendation is advisory only and must be evaluated by the security officer, who should be familiar with the specific
situation concerning the anticipated use.

It should not be interpreted that approval is granted for all cases of use.

Body protection

The type of protection should be selected according to the concentration and amount of the hazardous substance present at
the workplace.

Respiratory protection

When the risk assessment indicates that the use of respirators is appropriate, use a multi-purpose respirator (US) or spare
ventilator filters of the ABEK type (EN 14387) as an alternative to the engineering controls.

Environmental exposure control

Prevent further leakage, if possible without risk. Do not empty in the sewers. Discharge in the environment must be avoided.

SECTION 9: PHYSICAL AND CHEMICAL PROPERTIES

9.1 Information on basic physical and chemical properties

a) Appearance Form: Liquid
b) Odor Characteristic
c) Odor threshold -

d) pH <2

e) Melting point / Freezing  No data available
point

f) Initial boiling point and No data available
boiling range

g) Flash point -
h) Vaporization rate -
i) Flammability (solid, gas) -

j)  Upper / lower limits of -
flammability or explosion

k) Vapor pressure -
1) Vapor density -
m) Relative density -
n) Water solubility -

O) Djspensjng factor: No data available
n-Octanol / HO

p) Self-ignition temperature -

q) Decomposition temperature -



r) Viscosity -

s) Explosive properties -
t) Oxidative properties Not applicable

9.2 Other information
No further relevant information available.

SECTION 10: STABILITY AND REACTIVITY

10.1  Reactivity
No hazardous action is expected if the technical instructions for the storage of the chemicals are followed.

10.2 Chemical stability

Stable when stored according to the recommended storage instructions.

10.3 Possibility of hazardous reactions

No data available.

104  Conditions to be avoided

No data available.

10.5 Incompatible materials

Avoid oxidizing agents, alkalis or strong bases.

10.6 Hazardous decomposition products

Depending on the conditions of decomposition, as a consequence of it, complex mixtures of chemicals can be released: carbon

dioxide (CO»), carbon monoxide and other organic compounds.

SECTION 11: TOXICOLOGICAL INFORMATION

Concerning individual components of the product

11.1 Information

Recognition Acute toxicity Kinf
Acetone LD50 ano to 5800 mg/kg Mouse
CAS: 67-64-1 LD50 ano to 7426 mg/kg Rabbit
EC: 200-662-2 Inhalation LC50 |76 mg/L (4 h) Mouse

Monopropylene glycol methyl ether

Acute oral toxicity

LD50 by mouth- mouse: 11.700mg / kg

Observations-Conduct: seizure or action on the seizure threshold.

Behavior :disorder lung ,chest or breath:dyspnoea

LD50 Breath-mouse -5h-10000ppm LD50 skin-rabbit-13.000mg/ kg

Corrosion and irritation of skin

No data available

Serious damage/eyes irritation

Eyes-rabbit

Result: eye irritation -24h

Respiratory sensitization or sensitization of the skin

No data available

Germ cell mutagenicity

No data available

Carcinogenicity

IARC:No ingredient of the product present in a concentration
equal to or 0.1% is not found by the IARC as a possible potential or proven carcinogenic product for humans
Toxicity to reproduction
No data available



Specific target organ toxicity —-on-off exposure may cause drowsiness or dizziness

Specific target organ toxicity-repeated exposure

No data available

Suction toxicity

No data available

Further information

RTECS:UB7700000

The chemical ,physical and toxicological properties of this product have not been thoroughly investigated

1-methoxy-propanol-2

Acute oral toxicity

Ingestion

Toxicity is considered to be low in a single oral dose. Ingestion of small quantities

In accordance with normal handling operations is unlikely to cause damage.Swallowing larger quantities of these may cause
damage.

LD50, mouse 4.016 mg/kg

Risk of aspiration

Based on physical properties, it is not expected to be a risk of aspiration

Skin

Prolonged exposure is unlikely to result in the absorption of harmful amount of the substance from the skin

LD50,rabbit> 2000mg/ kg

Breath

The short exposure(minutes) is not expected to cause side effects

Odor is annoying at 100 ppm. Higher levels cause irritation to the eyes, nose and throat and are tolerated at 1,000 ppm.
Anesthetic effects occur at or above 1,000 ppm.

LC50, 6 h, Steam, rat>25.8 mg / 1

Severe damage / irritation of the eyes

May cause mild transient (temporary) irritation to the eyes. Corneal damage is unlikely.

Skin erosion / irritation

Prolonged contact may cause mild irritation to the skin with local redness. Repeated contact may cause slight irritation to the
skin, with local redness.

Sensitized Skin

It did not cause allergic reactions to the skin when guinea pig experiments were performed.

Respiratory

No relevant data found.

Repeated dose toxicity

Symptoms from repeated exposure may include complications from anesthetic or narcotic effects. Dizziness and drunkenness
may occur. Animals have reported effects on the following organs: Kidney. Liver.

Chronic Toxicity and Carcinogenicity

It did not cause cancer in experimental animals.

Developmental toxicity

It was toxic to the fetus of experimental animals at doses toxic to the mother. It did not cause genetic deformities in
experimental animals.

Reproductive toxicity

In studies in experimental animals, effects on reproduction have only been observed at doses which produced significant
parental / animal toxicity.

Genetic Toxicology

In vitro genetic toxicity studies were negative. The results of mutagenesis tests in animals were negative

COCOAMIDOPROPYL BETAINE

Significant ranking values-LD/LC50
Oral LD50 2335 mg/kg (rat)
Skin LD50 >2000 mg/kg (rat)

Primary irritant effect:

On the skin: Strong caustic effects on the skin and mucous membranes.
In the eye:

Strong caustic effects



Intense irritation and serious eye damage.

Sensitization: No sensitization known.

Additional toxicological indications:

The product shows the following dangers according to the calculation method of the General EU Classification Guidelines for
Preparations as issued in the latest version:

Corrosive

Irritating

If swallowed it causes burns in the mouth and throat as well as risk of perforation of the esophagus and stomach.
Toxicokinetics, metabolism and distribution:

Not classified.

Sensitization: Not sensitizing.

Repeated dose toxicity:

NOAEL (Oral) of active substance: 300 mg/kg bw/day

Not classified.

CMR effects (carcinogenicity, mutagenicity and reproductive toxicity)

No known significant effect or critical hazard.

METHANESULFONIC ACID

11.1 Information on toxicological effects

Acute toxicity

LD50 Oral - Rat - male and female -

(OECD TG 401)

LC50 Inhalation - Rat-6h-1,1-14 mg/1

LD50 Skin - Rabbit -

(OECD TG 402)

Corrosion and skin irritation

Skin - Rabbit

Result: Corrosive

Severe damage/ eye irritation

Eyes - Rabbit

Result: Risk of serious eye damage.

Respiratory sensitization or sensitization of the skin
Buehler experiment - Guinea pig

Result: Does not cause skin sensitization.

(OECD TG 406)

Germ cell mutagenicity

Hamster

ovary

Result: negative

OECD TG 474

Mouse - male and female

Result: negative

Carcinogenicity

IARC: No ingredient of the product present in a concentration equal to or greater than 0.1% is ascertained by the IARC as a
possible, potential or proven carcinogenic product for humans.
Reproductive toxicity

Reproductive toxicity - Rat - male and female - Oral
No negative results were observed in chronic toxicity tests
Specific Target Organ Toxicity - One-off exposure
No data available

Specific Target Organ Toxicity - Repeated exposure
No data available

Aspiration toxicity

No data available

Additional information

Repeated dose toxicity

Rat - male - Oral - NOAEL : >=1.805 mg/kg

RTECS: PB1140000

Burning sensation, cough, asymmetric breathing, laryngitis, dyspnea, spasm, inflammation and laryngeal edema, spasm,



inflammation and bronchial edema, pneumonia, pulmonary edema. The material is extremely destructive to the mucosal
tissues and the upper respiratory tract, eyes, and skin.
The chemical, physical and toxicological properties of this product have not been thoroughly investigated.

SECTION 12: ECOLOGICAL INFORMATION

Concerning individual product components

12.1 Toxicity

Identification Acute toxicity Species Class
Acetone LC50 5540 meg /L (96 h) Oncorhvnchus mvkiss Fish
CAS: 67-64-1 EC50 (23,5 meg/1 (48 h) Daphnia magna Crustacean

EC50 |3400 mg/L (48 h) Chlorella pyrenoidosa Seaweed

EC: 200-662-2
12.2 Persistence and degradability

Identification Degradability Biodegradability
Acetone BODS5 Avev Concentration 100 mg/L
CAS: 67-64-1 COD Avev Period 28 days
EC: 200-662-2 BOD5/COD [0.96 % biodegradable 96 %
12.3 Bioaccumulative potential

Identification Bioaccumulative potential
Acetone BCF 1
CAS: 67-64-1 Log POW -0,24
EC: 200-662-2 Potential Low
12.4 Soil mobility

Identification Absorption / Desorption Instability
Acetone Koc 1 Henrv 2,929E+0
CAS: 67-64-1 Conclusion Very high Dry soil Yes
EC: 200-662-2 Surface tension|2,304E2N/m  |Wet soil Yes

(25°C)

12.5 Results of the PBT and vPvB assessment
Not applicable.
12.6 Other negative effects
Not described.
2-PROPANOL
12.1 Toxicity
Toxicity to fish:

LC50 Pimephales promelas (Fathead minnow) - 9.640,00 mg/1 - 96 h

Toxicity to daphnia and other aquatic molluscs:

EC50 - Daphnia magna (Water flea) - 5.102,00 mg/1-24 h

Immobilization:

EC50 - Daphnia magna (Water flea) - 6.851 mg/1-24 h

Toxicity to seaweed:

EC50 - Desmodesmus subspicatus (Green algae) - > 2.000,00 mg/1-72 h EC50 - Algae - >1.000,00 mg/1-24 h
12.2 Persistence and degradability

No data available.



12.3 Bioaccumulative potential

Bioaccumulation is not expected (log Pow <= 4).

12.4 Soil mobility

Aev vrapyovv ototyeia.

12.5 Results of PBT and vPvB assessment

The substance / mixture does not contain any constituents considered to be either PBT or very persistent and very
bioaccumulative (vPvB) at levels of 0,1% or higher.

12.6 Other negative effects

No information available.

1-METHOXY-2-PROPANOL

12.1 Toxicity

Material is not classified as dangerous to aquatic organisms (for the most sensitive organisms the LC50 / EC50 / IC50 values
are all greater than 100 mg/1).

Acute and long-term toxicity to fish

LC50, Leuciscus idus, static test, 96 h: 6.812 mg/1

LC50, Oncorhynchus mykiss (Rainbow trout), semi-static test, 96 h: >=1.000 mg/1

LC50, Pimephales promelas (Fathead minnow), static test, 96 h: 20.800 mg/1

Acute toxicity to aquatic invertebrates

LC50, Daphnia magna (Water flea), static test, 48 h, immobilization: 21.100 - 25.900 mg/1

Toxicity to aquatic plants

EC50, Pseudokirchneriella subcapitata (Green algae), static test, Suspension growth, 7 d: > 1.000 mg/1
12.2 Persistence and deradability

The substance is readily biodegradable. Successfully passes the OECD test for easy biodegradation.

Biodegradation OECD test:
Biodegradation Exposure time Method 10 days interval

96 % 28d OECD Test 301D acceptance

12.3 Bioaccumulative potential

Bioaccumulation: The probability for bioconcentration is limited (bioconcentration factor BCF <100 or log Pow < 3).
Partition coefficient n-octanol / water: logPow: 0,37

12.4 Soil mobility

Potential for mobility in soil is very high (Koc between 0 and 50).

Coefficient for distribution of soil organic carbon / water (Koc): 0,2 - 1,0 Estimated. Henry’s Law constant (H): 1,40E-6
atm*m3/mole. Estimated by the vapor pressure and water solubility.

12.5 Results of PBT and vPvB assessment

This substance is not considered persistent, bioaccumulative and toxic (PBT). This substance is not considered highly
persistent and very bioaccumulative (vPvB).

12.6 Other negative effects

This substance is not included in Annex I, Regulation (EC) No 2037/2000 on substances that deplete the ozone layer.

COCOAMIDOPROPYL BETAINE

12.1 Toxicity
Aquatic Toxicity
EC10 0,135 mg/1 (freshwater fish)

LC50 (static) 1,9 mg/1 (freshwater invertebrates)

1,11 mg/1 (freshwater fish)

12.2 Persistence and degradability

Substance is easily biodegradable according to Guidelines OECD 301 B, OECD 301C, OECD 301 D and OECD 301F.
12.3 Bioaccumulative potential

Low

12.4 Soil mobility

The substance is easily dissolved in water and is easily biodegradable.

Further ecological indications:

General instructions:




May not penetrate into groundwater, or be discharged into the aquatic environment while undiluted.
12.5 Results of PBT and vPvB assessment

PBT: Not classified

vPvB: Not classified

12.6 Other negative effects

No further information available.

METHANESULFONIC ACID

12.1 Toxicity
Toxicity to fish Static test LC50 - Oncorhynchus mykiss (Rainbow trout) - 73 mg/1-96 h
(OECD TG 203)
Toxicity to daphnia Static test EC50 - Daphnia (Water flea) - 70 mg/1-48 h
and other aquatic molluscs (OECD TG 202)
Toxicity to seaweed Static test EC50 - Selenastrum capricornutum (Green algae) - 7,2 - 20 mg/1
-96 h (OECD TG 201)
Toxicity to bacteria IMapepnodion g avarvorg EC50 - Eneepyaotia INdog - > 1.000 mg/1 - 30
Aenrto  (OECD TG 209)
12.2 Persistence and degradability
Biodegradability aerobic ~ Oxygen chemically required - Exposure time 28 d
Result: 90 - 100 % - Readily biodegradable (OECD TG 301 A)
12.3 Bioaccumulative potential
No information available.
12.4 Soil mobility
No information available.
12.5 Results of PBT and vPvB assessment
The substance / mixture does not contain ingredients that are considered to be either persistent, bioaccumulative and toxic or
highly persistent and very bioaccumulative (vPvB) at levels of 0.1% or higher.
12.6 Other negative effects
Poisonous to aquatic organisms.
No other information available.

SECTION 13: DISPOSAL CONSIDERATIONS

13.1 Waste management methods
Product
Residues and non-recyclables are delivered to a recognized waste treatment company.

Unclean containers (packages)
Disposed of same as unused products.

SECTION 14: TRANSPORT INFORMATION

14.1 UN number
ADR/RID: - IMDG: - IATA: -

14.2 UN proper shipping name
ADR/RID: Flammable liquid
IMDG: Flammable liquid
IATA: Flammable liquid

14.3 Transport hazard class



ADR/RID: 3 IMDG: 3 IATA: 3

144 Packing group
ADR/RID: 11 IMDG: II IATA: I

14.5 Environmental hazards
ADR/RID: no IMDG Marine pollutant: no IATA: no

14.6 Special precautions for users
No information available

SECTION 15: REGULATORY INFORMATION

This Safety Data Sheet meets the requirements of Regulation (EC) No 1907 /2006.

15.1 Safety, health and environmental regulations / legislation specific for the substance or mixture
No information available.
15.2 Chemical safety assessment
No chemical safety assessment for the mixture has been carried out.

SECTION 16: OTHER INFORMATION

List of the hazard statements referred to in sections 2 and 3

H319 - Causes serious eye irritation

H225 - Highly flammable liquid and vapour

H336 - May cause drowsiness or dizziness

H290 - May be corrosive to metals

H302 - Harmful if swallowed

H312 - Harmful in contact with skin

H314 - Causes severe skin burns and eye damage
H335 - May cause respiratory irritation

H412 - Harmful to aquatic life with long lasting effects

Further information

The above information is considered to be correct but does not include all data and should only be used as a guide. The
information in this document based on our current knowledge does not represent any guarantee of product properties.



